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LIST OF ILLUSTRATIONS 



PART II. 

1. Dress Waist with Two Darts (Back). 

2. Dress Waist with Two Darts (Front). 

3. Dress Waist with Bias Dart (Front). 

4. Dress Waist with French Back and One Dart (Back). 

5. Dress Waist with French Back and One Dart (Front). 

6. Coat Sleeve for Dress. 

7. Shirt Waist (Back). 

8. Shirt Waist (Front). 
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10. GirPs Blouse Waist (Back). 

11. GirPs Blouse Waist (Front). 
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16. Lady's Dress Skirt, Five Gore (Side Gore). 

17. Lady's Dress Skirt, Five Gore (Back). 

18. Lady's Dress Skirt, Seven Gore (Front). 

19. Lady's Dress Skirt, Seven Gore (First Side Gore). 

20. Lady's Dress Skirt, Seven Gore (Second Side Gore). 

21. Lady's Dress Skirt, Seven Gore (Back). 

22. Lady's One-Piece Nightgown. 

23. Lady's Nightgown. 
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Note to the Teacher.^ — In Illustrations 24, 28, 29, 30 and 31 the num- 
ber of inches will be found on each line instead of in directions. 
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NOTE. 

In order to secure greater accuracy and rapidity 
in the more advanced work, a scale called **^he 
Practical System'' has been introduced in Part II. 
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PRACTICAL LESSONS IN DRAFTING 
PART II. 



DIRECTIONS FOR TAKING MEASURES FOR A WOMAN'S 

DRESS WAIST. 



1. Neck — ^take an easy measure around the neck. 

2. Bust — ^measure around the fullest part of the bust. 

3. Waist — ^take a tight measure aroimd the smallest part of the 
waist. 

4. Arm's Eye — ^measure around the largest part of the arm. 
Note, — Define the waist line by placmg a tape measure around the 

waist. (Push it down as far as the hips will permit.) 

5. Length of Back — ^measure from the top of the prominent bone 
at the back of neck down to lower edge of waist line. 

6. Under Arm — ^measure close up xmder the arm down to lower 
edge of waist line. 

7: Length of Front — ^measure from where the collar should join 
the dress to i inch below waist line. 

Note, — If the bust is very large, this measurement must be taken 
from ij to 2 inches below waist line. 

8. Height of Dart — measure from lower edge of waist line up to 
the fullest part of bust. 

9. Shoulder — measure from the base of the neck to point of 
shoulder or as long as fashion dictates. 

Note, — Stand back of the person being measured for neck, bust, 
length of back, shoulder, and under arm. 

Stand in front for arm's eye, waist, length of front, and height of dart. 

After the pattern has been drafted, separate it into four parts, 
cutting directly on the lines. (Do not cut darts.) 

Write the name on each part — back; side form; under-arm piece 
and front. 

5 
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Study the names and shapes of the various parts to avoid mistakes 
in basting them together. 

Placing the Pattern: 

Double and place the lining flat on the table. Lay the edge of the 
pattern of front to the edge of lining. (Place the bottom of pattern 
to the end of goods for the sake of economy.) 

Pin the pattern firmly to the lining. (The lining must not be 
lifted from the table while being pinned or traced.) 

Place the edge of the back to the opposite edge of the lining. 

Place the side forms and under-arm piece so that the waist line 
runs parallel with the thread of the lining. (This will prevent the 
waist from having a twisted appearance when finished.) 

Tracing the Lining: 

Trace in each section; first, the waist line and then all sewing lines. 

Trace slowly, pressing hard on the wheel so that the perforations 
may be clear and distinct. 

iV<7/^.— The tracing lines will show more plainly if a pine board or 
table is used. 

Cutting the Lining: 

Cut on the curves of neck and arm's eye; allow i inch on the under- 
arm and shoulder seams, and \ inch on all other seams. 

Basting the Lining: 

Pin all the seams together evenly beginning at the waist line. 

Baste on tracing lines with a very small stitch. First baste together, 

back, side forms, and under-arm pieces; then baste the darts in both 

fronts beginning at the top; next baste the under-arm seams together, 

stretch the front shoulder to fit the back and baste. 
I 

Fitting the Lining: 

Note. — ^The lining must be fitted over the corset worn when the 
measures were taken. 

Put the lining on, wrong side out. 

Join the curves of the neck in front exactly and pin together. 
Smooth the lining over the form, and continue pinning down the front, 
following the lines of the form. 
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In case the figure is abnormal, the lining must be put on right side 
out and then fitted. 

K any alterations are necessary, they should be made at the irnder- 
arm and shoulder seams. 

Note. — As the quality of the lining aflEects the fit, care should be 
taken to select a firm, soft material for that purpose. If the lining is 
disposed to stretch, lay the pattern crosswise instead of lengthwise of 
the goods, as the warp threads are stronger and better able to bear the 
strain of the body. 

Cutting the Bodice: 

Rip the seams of the lining apart. Pin each part carefully to the 
material, and cut exactly like the lining. 

Basting the Lining to the Material: 

Place the goods on the table with the wrong side up. 

Place the lining of each part on the corresponding piece of goods. 

Use even basting. 

Baste a little inside of the tracing lines, unless the material is easily 
marked, in which case baste a little outside of the tracing lines. (This 
is to prevent three lines of basting occupying the line of sewing.) 

Basting the Bodice together: 

Follow directions for basting the lining together. 

Note. — In basting the various parts together, always make one or 
two back stitches at the waist line to keep it from slipping. Many 
persons prefer beginning all the seams at the waist line and basting first 
up and then down. Seams must not be either fulled or stretched when 
basting them together. 
Sewing the Bodice: 

Stitch all seams on the line of basting except under arm and shoulder, 
which should be left open for the final fitting. 

In order to retain the original shape in sewing curved seams, place 
the side form next to the presser foot. 

In stitching the shoulder seams, keep the front above and the back 
underneath, as the front must be stretched to fit the back. 

Stitch the darts beginning at the top. 
Pressing and Finishing the Seams 0} the Bodice: 

Note. — In order to prevent marking or dragging the goods, cut the 
basting stitches every few inches before removing them. 
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Take out all basting stitches from the seam to be pressed. 

Cut open the darts to within J inch of the top. 

Cut all curved seams at the waist line, and where necessary, once 
or twice above it. 

Before pressing the seams should be opened and dampened. Press 
the top of the dart smooth and flat. (Avoid stretching the goods.) 

Note. — Press curved seams on a sleeve board or curved surface. 

Test the effect of the iron on the color of material before beginning 
to press. 

In pressing velvet, or any material with a pile, place the iron in an 
upright position on a table, and pass the seam quickly over it. 

Fastening the Bodice: 

Cut the front of the waist \ inch outside the line of fitting. 
Turn and baste the edge of front down on line of fitting. 
Hem turned edge to the lining. 
Mark the place for the hooks and eyes. 

Sew the eyes on the left-hand side, extending \ inch beyond the 
edge. 

Sew the hooks on the right-hand side \ inch back from the edge. 
Cut a facing to fit the shape of front and slip-stitch to the bodice. 

Note. — If buttons are used, it is advisable, on a woolen dress, to 
place a narrow strip of lining or canvas between the fold to stay the 
buttonholes. 

Finishing and Boning the Seams oj the Bodice: 
Finishing. 

Trim off all frayed edges of seams. 

Bind the edges of the seams with taffeta binding, or turn the edges 
of them in and overcast with sewing silk of a contrasting color; or turn 
the edges of the seams and hem the lining to the outside. 

If the material is fine cloth, pink or notch the edges. 

Boning. 

Note. — Although whalebone was originally used for this purpose, 
many now prefer either the steels, cut in proper lengths, or featherbone. 

Where whalebone or steels are used, cut the casing two inches 
longer than the bone. 
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Insert the bone in the casing, turn the upper end of the casing 
down I inch and overseam the edge. 

Turn the balance of the casing up at the bottom and fasten. 

Sew the lower end of the covered bone firmly on to the seam J inch 
above the bottom of the waist. 

Spring the bone into position and catch-stitch it to the seam. 

Fasten securely i inch from the top. (This prevents the bone from 
forcing its way through the material) or the casing may be sewed on 
the seam first, and the bone inserted and fastened at top and bottom 
afterwards. 

Note, — A perfectly plain bodice requires a bone at each seam, with 
an extra one at each front, if it is to be fastened with hooks and eyes. 

When the outside is fulled in any way, a smaller number of bones 
is required. 

The bodice is now ready for the final fitting. 

Facing the Bottom of the Bodice: 

After the bodice has been fitted and the under-arm and shoulder 
seam sewed, it should be faced around the bottom. 

Cut on the bias a strip of canvas | inch wide. 

Baste it on the wrong side \ inch above the lower edge of the bodice. 

Stretch it if necessary to fit the shape. 

Turn up the bottom of the bodice \ inch, and catch it down firmly 
to the canvas lining with stitches which do not show through. 

Cut a bias facing i inch wide (either of silk or of material like the 
dress). 

Place it over the canvas and baste it top and bottom turning down 
the edges and shaping it into position while basting. 

Slip-stitch it along the upper and lower edges. 

The Collar: 

Note. — Be careful not to stretch the neck while making the bodice, 
as this is impossible to remedy. 

Cut the canvas interlining the same shape as the pattern. 

Cut the outside and lining J inch wider at each edge than the 
pattern. 

Baste the outside material to the interlining through the center. 

Turn the edges of the outside over the interlining and hold them in 
place with catch-stitches. 
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Baste the lining through the center on the wrong side; see that it 
extends an equal distance at all points. 

Sew hooks on the right hand, and a corresponding number of eyes 
on the left-hand edge. 

Turn in the top and sides of the lining and slip-stitch them to the 
collar. 

Press it carefully. 

Place the centre of the collar to the centre of the bodice. Baste to 
the neck with a narrow seam beginning at centre of back and basting 
toward the right and left. 

Stitch it to the bodice. 

Make several tiny cuts in the edge of the seam to give ease to the 
curves of the neck. 

Turn in the lower edge of the lining and slip-stitch it to the bodice; 
or, instead of a collar, the neck may be bound with a bias piece of the 
material of the dress which, when completed, will be f inch wide. 
The Sleeves: 

Tracing, cutting, basting, and sewing. 

Place the lengthwise of the pattern with the warp of the lining. 

Trace on sewing lines first the upper, and then the lower part of 
sleeve. 

Cut on the tracing lines at top and wrist and allow \ inch at sides 
for seams. 

Make notches on the under part of the sleeve where the fulness is 
to be placed at the elbow. 

Cut the material exactly like the lining. 

Baste the goods on the lining with uneven basting. 

Baste the back seams together on the tracing lines, gathering in 
between the two notches, the extra length in the upper part of the sleeve. 

Baste the inside of the sleeve on the tracing lines. 

Stitch directly on tracing lines. 

Cut edges of seams. 

Press open the seams, using a curved surface or sleeve board. 
(See directions for pressing.) 

Note, — After the sleeve is basted, place it flat on the table with the 
under part uppermost; if properly drafted and basted together it will, 
with the exception of the slight fulness at the elbow, lie perfectly flat, 
as if upper and under parts were the same width. The slightest twist 
in a sleeve when so placed will interfere with the fit of it. 
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Basting and Sewing the Sleeve into the ArnCs Eye: 

When fitting the waist, draw on the sleeve with the right side out. 

Draw the elbow into position. 

Smooth up the under-arm and pin the inside seam of the sleeve into 
the arm's eye of the bodice. 

With the elbow bent, pin the back seam to the bodice. 

Gather any fulness that may be in the top of the sleeve. 

Adjust the gathers. 

Baste the sleeve into the bodice. 

Stitch with a seam f inch wide, holding the sleeve towards you. 

Finish the arm's eye by overcasting or binding it. 

The Belt: 

Note. — ^The belting used for this piuTX)se is either all cotton, or silk 
and cotton mixed. 

Turn down J inch hem on the left-hand end of belt. 

Sew two eyes on the wrong side. 

Measure from the eyes the proper length of belt. (It should be 
\ inch less than the waist measure.) 

Turn down i inch hem on the right hand end. 

Sew on two hctoks, corresponding with the eyes, on the left hand end. 

Fasten the belt with cross-stitches to the 5 back seams, placing the 
bottom of the belt at the waist line. ^ 

The Skirt: 

Trace the material on sewing lines of the pattern. 

Cut it out, allowing \ inch for seams. 

In putting the various parts of the skirt together, begin to baste 
at the top and baste downwards, as all alterations should be made at 
the bottom. 

In children's skirts without gores, begin at the bottom and baste up. 
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Note. — Study the system carefully before using it in order to locate 
the various comers and curves, so that you ma> be able to follow the 
directions accurately and rapidly. 



DRESS WAIST WITH TWO DABTS 

BACK. 

(Fig. I.) 




Note, — If the waist 
measure is 26 inches or 
over, make the center 
back i\ inches instead 
of I inch; and the side 
form 2 J inches instead 
of 2 inches, deducting 
the amount added from 
waist scale. 



Measures: 




I. 


Neck, 


12 inches. 


2. 


Bust, 36 inches. 


3- 


Waist, 


23 inches. 


4. 


Length 


L of back. 


15 inches. 




5- 


Under 


arm, 8 


inches. 




6. 


Arm's 


eye, 12 


inches. 




7- 


Shou 


Ider, 6 


inches. 




8. 


.Front, 


14 inches. 


9- 


Height 


of dart, 5 


inches. 




Directions: 




DoCk, 
I. 


All 


horizontal 



t ^ 

lines must be squared 
with line i. 

2. Place W comer of system i inch from top and right-hand edge 
of paper. 

3. Draw line i length of back plus 4^ inches; mark top A. 

4. On Ime i: 

Make B \ inch below A. 
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13 
DRESS WAIST WITH TWO DARTS. 

BACK. 

(Fig. I.) 
Directions: 

Back. 

Make C length of back below B. 

Make D 4^ inches below C 

Make E under-arm measure above C. 

5. Without moving system, make F according to back neck scale. 

6. Make G at arrow A. 

7. Connect B and F by a curve for back neck. 

8. Place X comer at F, edge touching G, and draw the shoulder 
line; make H. 

9. Square W comer at E and make / according to back bust scale. 

10. Measure straight down from / the under-arm measure; make /. 

11. Place W comer at C, edge touching /, and draw line 2 across the 
paper. 

12. On line 2: 

Make K 1 inch from C. 

Make L i inch from K. 

Make M 1 inch from L. 

Make N 2 inches from M. 

Make O 1 inch from N. 

Place W comer at O and make P according to waist scale. 

13. Draw line 3 from / to P. 

14. Place arrow 6 at P, edge touching line 3, and extend line 3 four 
inches for hip. 

15. Place arrow i at D, edge touching end of line 3, and draw 
lin'e 4. 

16. Make Q \ inch to the left of D. 

17. Place arrow 2 at /, edge touching H, and draw line 5. 
. 18. On line 5: 

Make R 2\ inches below H. 
Make S i\ inches below R. 

19. Draw a line from A to K, to Q. 

20. Place arrow 4 at L, edge touching R, connect. 

21. Place arrow 4 at Af, edge touching iJ, connect with line 4; 
make T. 

22. Connect L and T. 

23. Place arrow 5 at iV, edge touching 5, connect. 

24. Place arrow 5 at O, edge touching 5, connect. 

25. Place arrow 4 square with line 2 at O, connect with line 4; 
make U. 

26. Connect N and U. (See Fig. i.) 
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DRESS WAIST WITH TWO DARTS. 

FRONT. 
(Fig. 2.) 




Fig. 2. 
Directions: 
Front. 

1. Place X comer of system i inch from top and ij inches from 
left-hand edge of paper. 

2. Make A according to front neck scale. 

3. Make B according to top front neck scale. 

4. Make C at arrow B. 

5. Draw line i the length of system from A. 
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DRESS 


WAIST WITH 

FRONT. 


Directions: 




(Fig. 2.) 


Front. 








6. 


On line i : 





TWO DABT8. 



Make D the length of front below A. 

Make E 4^ inches below D. 

Make F the height of dart above D. 

7. Place W comer at B, edge touching C, and draw the shoulder 
line; make G. 

8. Measure straight down from G half of arm's eye; make H. 

9. Square X comer on line i, edge touching point H, and make 
/ according to front bust scale. 

10. Place arrow 9 at /, edge touching G, and draw arm's-eye curve. 

11. Place arrow 8 at ^4, edge touching B, and draw curve for front 
neck. 

12. Measure straight down from / the under-arm measure; make /. 

13. Place W comer at Z>, edge touching /, and draw line 2 across the 
paper. 

14. On line 2: 

Make K 1^ inches from D. 

Make L i-inch from K. 

Make M 1 inch from L. 

Make N 2 inches from M. 

Place W comer at N and make O according to waist scale. 

15. Draw line 3 from / to O. 

16. On line 3 make P ij inches below /. 

17. Place arrow 3 at O, edge touching line 3, and extend line 3 four 
inches for hip. 

18. Place arrow 7 at £, edge touching the end of line 3; draw line 4. 

19. Place U comer at F, edge touching P; make Q 2 inches from F, 

20. Make R 5 inches from F. 

21. Place arrow 7 at Q, edge touching K, connect with line 4; 
make 5. 

22. Place arrow 7 at jf?, edge touching If, connect. 
Turn over system. 

23. Place arrow i at R, edge touching iNT, connect. 

24. Place arrow i at Q, edge touching L, connect. 

25. On line 4: 

Make T | inch from 5. 
Make U i\ inches from T. 
Make V i\ inches from U. 

26. Finish out the darts by connecting with T, J7, and V. (See 



Fig. 2.) 
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DRESS WAIST WITH BIAS DABT. 

KRONT. 

(Fig- 3-) 

Note. — ^Use instructions for back of waist with two darts on pages 12 
and 13, and Fig. i for back. 

Follow directions for front of dress waist with two darts as far 
as No. 8. (See pages 14 and 15.) 




Fig. 3. 

Directions: 
Front, 

8. Measure straight down from G half of arm's eye plus f inch; 
make H. 

9. Square X comer on line i, edge touching point ff, and make 
a dot according to front bust scale. 
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17 
DKESS WAIST WITH BIAS DABT. 

FRONT. 

(Fig. 3-) 

10. Make / | inch above this dot. 

11. Place arrow 9 at /, edge touching BT, and draw arm's-eye curve 
to Hj swing system and continue curve to G. 

12. Place arrow 8 at ^4, edge touching JB, and draw curve for front 
neck. 

13. Measure straight down from / the under-arm measure; make /. 

14. Place W comer at £>, edge touching /, and draw line 2 across 
the paper. 

15. On line 2: 

Make K \ inch from D. 
Make L 1 inch from K, 
Make M 1 inch from L. 
Make N 1 inch from M. 
Make O 3 inches from N. 

Place W comer at O and make P according to waist scale plus 
\ inch. 

16. Draw line 3 from / to P. 

17. On line 3 make Q i\ inches below /. 

18. Place arrow 3 at P, edge touchmg line 3, and extend line 3 four 
inches for hip. 

19. Place arrow 7 at £, edge touching line 3, and draw line 4. 

20. Place U comer at F, edge touching Q ; make R 2\ inches from F. 

21. Make S 5^ inches from F. 

22. Place arrow i at F, edge touching K^ connect; extend this 
line to £. 

23. Place arrow 7 at R, edge touchmg L, colmnct with line 4; 
make T. 

24. Place arrow 7 at 5, edge touching N, connect. 
Turn over system. 

25. Place arrow i at 5, edge touching O, connect. 

26. Place arrow i at if, edge touching Af , connect. 

27. On line 4: 

Make U | inch from T. 
Make V 2 inches from U. 
Make W i\ inches from V. 

28. Fmish out darts by connecting with i7, F, and W. (See Fig. 3.) 
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DRESS WAIST WITH FBENOH BACK AND ONE DART 

IN FRONT. 

BACK. 

(Fig. 4.) 

Note. — ^This may be used as a tight-fitting corset cover. 
Use same measures as for preceding waist. (See page 12.) 
Follow directions for back of dress waist with two darts as far as 

9, j^ No. 12. (See pages 12 and 13.) 

Back. 

12. On line 2: 
Make K 1 inch from 

C. 

Make L 2 inches 
from K. 

Make M i inch from 
L. 

Place W comer at M 
and make N ac- 
cording to waist 
scale plus i inch. 

13. Draw line 3 from / 
ioN. 

14. Place arrow 6 at iV, 
(« edge touching line 3, and 

extend line 3 four inches for 
hip. 

15. Place arrow i at Z>, 
edge touching line 3, and draw 
line 4. 

16. Place arrow 2 at /, 
edge touching H\ draw line 5 . 

On line 5 measure down 3 inches from H; make O. 
Draw a line from B to Ky to D. 

19. Place arrow 4 at Af, edge touching O, connect with line 4; 
make P. 

20. Place arrow 4 at L, edge touching O, connect. 

21. Connect L and P. 




Fig. 4. 



17- 
18. 
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DRESS WAIST WITH FBENOH BACK AJSD ONE DABT 

IN FRONT. 

FRONT, 

(Fig. 5-) 
B Follow directions for 

front of dress waist with 
two darts as far as No. 
14. (See pages 14 and 15.) 

Front. 

14. On line 2: 
Make K 2\ in- 
ches from D. 

Make Z 3 in- 
ches from K. 

Place W comer 
at L and make M ac- 
cording to waist scale 
plus J inch. 

15. Draw line 3 
from / to M. 

16. On line 3 make 
N i\ inches below /. 

17. Place arrow 3 
at M, edge touching line 
3, and extend line 3 four 
inches for hip. 

18. Place arrow 7 at 
E, edge touching end of 
line 3, and draw line 4. 

19. Place U comer 
at F, edge touching iV, and make O 4 inches from F. 

20. Place arrow 7 at O, edge touching K, connect. 
Tum over system. 

21. Place arrow i at O, edge touching L, connect. 

22. On line 4 make P 3 inches to the right of E. 

23. Make Q 2 inches from P. 

24. Finish out darts by connecting with P and Q. (See Fig. 5.) 
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COAT SLEEVE FOB DRESS. 

(Fig. 6.) 



]>) 




Note. — All points are based on the arm's-eye measure; for instance, 
a 1 5 -inch arm's eye will require the use of the figure 15 each time on 
the sleeve scale. 

In drafting a child's sleeve with 10, 11 or 12 inch arm's eye, make 
K I inch to the right of i?, and make /, on line i, one and a half inches 
above B, 
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GOAT SLEEVE FOB DRESS. 

(Fig. 6.) 
Measures: 

1. Length, 23 inches (taken from the point of the shoulder to the 
hand). 

2. Arm's eye, 15 inches (around the arm over the point of the 
shoulder; this should be a loose measure). 

Directions: 

1. I inch from top and left-hand edge of paper, draw line i the 
length of sleeve; mark top A, bottom B. 

2. Square' Z corner of system on line i at A, and makeC accord- 
ing to arm's-eye scale No. i. 

3. Without moving system, make D according to arm's-eye scale 
No. 5. 

4. Make E according to arm's-eye scale No. 6. 

5. Square Z comer on line i at D, and make F accordmg to 
arm's-eye scale No. 2. 

6. Without moving system, make G according to under-arm's-eye 
scale No. 3. 

7. Place arrow 10 at C, edge touching E, connect. 

8. Place arrow 10 at E, edge touching G, connect. 
Turn over system. 

9. Place arrow 11 at C, edge touching F, connect. 

10. Divide E and B in half, make H. 

11. On line i measure up from B 2 inches; make /. 

12. Place Z comer at H and make / according to elbow scale No. 4. 

13. With system in position, make K i^ inches to the right of H. 

14. Place Z comer at K, edge touching /, and make L according 
to under-arm scale No. 3. 

15. Place Y comer at*j5 and make M accordmg to scale for hand. 

16. Draw line 2 from / to M. 

17. Divide line 2 in half; make N, 

18. Place arrow i at /, edge touching F, connect. 

19. Place arrow i at L, edge touching G, connect. 

20. Place arrow i at £, edge touching K, connect. 

21. Connect / and M; L and N; K and / by slanting lines. 

22. I inch above L make O, and i inch below make P. 

23. Place the fulness at the elbow in the upper part of the sleeve 
between these two points. (See Fig. 6.) 
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SHIRT ^AIBT. 

BACK. 

(Fig. 7-) 




Measures: 






I. 


Neck, 


12 


inches. 


2. 


Bust, 


36 i 


inches. 


3. 


Waist, 


23 


inches. 


4. 


Under 


arm, 8 inches. 


5- 


Arm's 


eye 


J, 12 inches. 


6. 


Shoulder, 


6 inches. 


7- 


Front, 


14 


inches. 



Take measures in the same manner as 
for a dress. (See page 5.) 
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8HIBT W^ftlST. 

BACK. 

(Fig 7.) 
DirecPians: 
Back. 

1. Place W comer of system i inch from top and right-hand edge 
of paper. 

2. Draw line i the length of system; mark top A. 

3. Make B J inch below A. 

4. Make C according to back neck scale. 

5. Make D at arrow A. 

6. Place X comer at C, edge touching Z>, and draw the shoulder 
line; make E. 

7. Measure straight down from E half of arm's eye; make F. 

8. Square W comer on line i, edge touching F, and make G 
according to back bust. 

9. Place arrow 2 at G, edge touching £, draw arm's-eye curve, 

10. Draw curve for back neck from C to B. 

11. Measure straight down from G the under-arm measure; 
make H. 

12. Square W comer on line i, edge touching ff, and draw line 
2 across the paper. 

13. On line 2 make /, 4 inches from the junction of lines i 
and 2. 

14. Place W comer at / and make / according to waist scale. 

15. Draw line 3 from G to /. 

16. Place arrow 6 at /, edge touching line 3, and extend line 3 
foiu: mches for hips. 

17. Extend line i five inches from the junction of lines 2 
and I. 

18. Connect lines i and 3 by a curve. (See Fig. 7.) 
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8HIBT WAIST. 

FRONT* 

(Fig. 8.) 




Fig. S. 



Directions: 
Front: 

I. Place X comer of system i inch from top and 4 inches from 
left-hand edge of paper. 
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8HIBT WAIST. 

FRONT. 

(Fig. 80 • 

2. Make A according to front neck scale. 

3. Make B according to top front neck scale. 

4. Make C at arrow B, 

5. Draw line i the length of system from A. 

6. On line i: 

Make D length of front below A. 
Make E 5 inches below D. 

7. Place W comer at JB, edge touching C, and draw the shoul- 
der line; make F, 

8. Measure straight down from F half of arm's eye; make G. 

9. Place X comer on line i, edge touching G, and make H accord- 
ing to front bust plus 2 inches. 

10. Place arrow 9 at fl", edge touching F, draw arm's-eye curve. 

11. Place arrow 8 at il, edge touching 5, draw curve for front neck. 

12. Measure straight down from H under-arm measure; make /. 

13. Place W comer at Z?, edge touching 7, and draw line 2 across 
the paper. 

14. On line 2 make J 8 inches to the right of Z>. 

15. Place W comer at / and make K according to waist scale 
plus 3 inches. 

16. Draw line 3 from H to K. 

17. Place arrow 3 at X, edge touching Ime 3, and extend line 3 
four inches for hip. 

18. Connect E with the end of line 3 by a curve. 

Note. — Follow dotted lines for additional fulness in front. (See 
Fig. 8.) 
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BISHOP SLEEVE. 

(Fig- 9-) 




Fig. 9. 
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BISHOP SLEEVE. 

(Fig. 9.) 

Measures: 

1. Length, 23 inches (taken from the point of shoulder down 

to hand). 

2. Arm's eye, 15 inches (around the arm over point of shoulder). 

Directions: 

1. I inch from top and left-hand edge of paper, draw line i the 

length of sleeve; mark top 4, bottom B. 

2. Square Z comer on line i at il and make C according to arm's- 
eye scale No. 6. 

3. Draw line 2 from A according to elbow scale No. 4; 
make D, 

4. On line 2, make E according to arm's-eye scale No. i. 

5. Square Z comer at D and draw line 3 the length of sleeve plus 
2 inches; make F. 

6. Place arrow to at £, edge touching C, connect. Extend curve 
toZ>. 

7. Place arrow 10 at C, edge touching line 2, connect. 

8. Divide B and C in half; make G. 

9. 2 inches above B make H. 

10. Square Y comer at G on line i, and make I i\ inches to the 
right. 

11. Place arrow 12 at F, edge touching jHT, connect. 

12. Place arrow 12 at C, edge touching /, connect. 

13. Place arrow 12 at /, edge touching jHT, connect. (See Fig. 9.) 
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BLOUSE WAIST. 

BACK. 

(Fig. lo.) 




M 

i 



n 
6 



Fig. lo. 
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BLOUSE WAIST. 

BACK. 

Fig. lo. 



Take measures in same mamier as 
for dress. (See page 5.) 



Measures: 

1. Neck, 12 inches. 

2. Bust, 30 inches. 

3. Under arm, 7 inches. 

4. Arm's eye, 11 inches. 

5. Shoulder, 5 inches. 
Sleeve: 

1. Arm's eye, 13 inches. 

2. Length, 16 inches. 



Directions: 
Back. 

1. Place W comer of system i inch from top and right-hand edge 
of paper. 

2. Draw line i the length of system; mark top A. 

3. On line i make B \ inch below A, 

4. Make C according to back neck scale. 

5. Make D at arrow A. 

6. Place X comer at C edge touching D and draw shoulder line; 
make E. " 

7. Measure straight down from -E i of arm's eye; make F. 

8. Square W comer on line i, edge touching F, and make G 
according to back bust plus i inch. 

9. Place arrow 2 at G, edge touching E, draw arm's-eye curve. 

10. Draw curve for back neck from C to B. 

11. Draw line 2 straight down from G the imder-arm measure 
plus 7 inches. (This line may be made longer or shorter as desired.) 

12. Connect lines i and 2. (See Fig. 10.) 
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BLOUSE WAIST AND SLEEVE. 

FRONT. 

(Figs. II and 12.) 




XiTN-B 2 




BAin> 



Fig. II. 



Fig. 12. 
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BLOUSE WAIST AND SLEEVE. 

FRONT. 

(Figs. II and 12.) 
Directions: 

1. Place X comer of system i inch from top and ij inches from 
the left-hand edge of the paper. 

2. Make A according to front neck scale. 

3. Make B according to top front neck scale. 

4. Make C at arrow B. 

5. Draw line i the length of system from A. 

6. Place W comer at 5, edge touching C, and draw the shoul- 
der line; make D. 

7. Measure straight down from D half of arm's eye; make E. 

8. Square X comer on line i, edge touching £, and make F 
according to front bust plus ij inches. 

9. Place arrow 9 at F, edge touching D, and draw arm's-eye 
curve. 

10. Place arrow 8 at 4, edge touching B, and draw curve for front 
neck. 

11. Draw line 2 straight down from F the under-aim measure 
plus 7 inches. 

12. Connect lines i and 2. (See Fig. 11.) 

Sleeve. (See Fig. 12.) 

Draft according to directions for man's shirt sleeve. (See Part I, 
page 44, Fig. 37.) 

Note. — Instead of cutting a vent in the sleeve, it can be left open on the 
seam and either plaited or gathered into a band to fit the hand. 
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CORSET COVER WITH LOW NECK. 



BACK AND FRONT. 




Fig. 13. >> 

Note. — ^To be made either with or without seams imder the arm. 
Measures: 

1. Neck, 12 inches. 

2. Bust, 36 inches. 

3. Waist, 23 inches. 

4. Under arm, 8 inches. 

5. Arm's eye, 12 inches. 

6. Shoulder, 6 inches. 

7. Front, 14 inches. 



Take measure in same manner as for 
a dress. (See page 5 .) 
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CORSET COVER WITH LOW NECK. 

BACK AND FRONT. 

Fig- 13- 
Directions: 
Back and Front. 

Note. — All horizontal lines must be squared with line i. 

1. Place X comer of system i inch from top and 4 inches from 
left-hand edge of paper. 

2. Make A according to front neck scale. 

3. Make B according to top front neck scale. 

4. Make C at arrow B. 

5. Make 2> ij inches below A. 

6. Make E 1^ inches below D. 

7. Make F length of front below £, plus 3 inches. 

8. Make G 3 inches above F. 

9. Draw line i from F to D. 

10. Place W comer at 5, edge touching C, make H length of 
shoulder below B; draw a line i inch long from H towards C 

11. Measure straight down from H half of arm's eye; make /. 

12. Square X comer on line i, edge touching /, and make / accord- 
ing to front-bust scale. 

13. Place arrow 9 at /, edge touching fl", and draw arm's-eye 
curve. 

14. Measure straight down from / the under-arm measure; make K. 

15. Place X comer at G, edge touching Ky and draw line 2 one- 
fourth of waist; plus i inch make L. 

16. Connect F and L. 

17. Connect J and L. 

18. Draw a curve from end of shoulder line to D for back neck. 

19. Draw a curve from end of shoulder to E for front neck. 

20. Extend dotted line 4 inches for fubiess in front. (See Fig. 13.) 



3 
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COBSET COVER. 

CLOSED FRONT. 

(Fig. 14.) 




E> 



i.-.««Bi»«« 




Fig. 14. 
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CORSET COVER. 

CLOSED FRONT. 

(Fig. 14.) 

Note. — Use the same measures as for corset cover with low neck. 

1. One inch from top and 4 inches from left-hand edge of paper, 
draw line i length desired, mark top A. 

2. On line i : 

Make B 4 inches below A. 

Make C 2 inches below B. 

i 
Make 2> i of arm's eye, plus i inch below A. 

Make E under arm below D. 

Make F at bottom of line i. 

3. Make G i of waist, plus i inch, to the right of A. 

4. Make H 1 inch to the right of G. 

5. Make / i inch below H. 

6. Make J front bust scale to the right of D. 

7. Make K front bust scale plus J inch to the right of E. 

8. Draw curve for back neck from G to B. 

9. Draw curve for front neck from G to C. 

10. Draw shoulder from G to /. 

11. Place arrow 9 at /, edge touching /, draw armVeye curve. 

12. Place arrow 13 at /, edge touching K, draw a line ij inches 
less than D is from -F; make L. 

13. Place arrow 12 at i, draw ciurve to F. 

14. Extend dotted line 4 inches for fulness in front. (See Fig. 14.) 
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LADY'S DRESS SKIRT— FIVE GORES. 

FRONT. 

(Fig. ISO 

Measures: 

1. Length of skirt, 40 
inches (from waist line to 
floor). 

2. Waist, 24 inches (taken 
as for a dress). 

3. Hip, 40 inches (around 
the largest part of hips). 

Directions: 

Front, (See Fig. 15.) 

1. Draw line i the length 
of skirt plus | inch; mark top 
i4, bottom 5. 

2. On line i: 
Make C f inch 

below A. 
Make D 4 inches 
below C. 

3. Draw line 2 from A 
\ of waist; make £. 

4. Square system at D, 
and make F to the right \ 
of hip. 

5. Draw line 3 from B 10 
inches; make G. 

6. Place arrow 13 at C 
and draw a curve to E. 

7. Place arrow 12 at £ 
and draw a curve to F. 

8. Measure from £, 
towards G, the length of skirt; make H. 

9. Connect F and H. 

Place arrow 12 at H, draw a curve to B, (See Fig. 15.) 
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LADY'S DRESS SKIRT— SIDE GORE. 

(Fig. i6.) 
2 5 Directions: 




1. Draw line i length of 
skirt plus I inch; mark top 4, 
bottom B. 

2. On line i : 
Make C i inch below A. 
Make D 4 inches 

below C 

3. Draw line 2 
from A \ of waist plus 
I inch; make E. 

4. Square system at 
Dy and make F to the 
right J of hip. 

5. Draw line 3 from 
B 18 inches; 
make G. 

6. Place 
arrow 13 at C 
and draw a curve 
to£. 



Liirx: a 



Fig. 16. 



7- 

8. 

9- 
10. 
II. 
12. 



Make H on curve f inch to the right of C. 
Place arrow 13 at jHT and draw a curve to D. 
Place arrow 12 at JB and draw a curve to F. 
Measure from E, towards G, length of skirt; make /. 
Connect F and /. 
Place arrow 12 at /, draw curve to JB. (See Fig. 16.) 
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LADY'S DBE88 SKIBT— FIVE OOBES. 

BACK. 
(Fig. 17.) 

I. Draw 



line I length of 
skirt plus 2 inches; mark top A, 
bottom B. 

2. On line i: 

Make C 2 inches below 

A. 
Make D 4 inches below 

C. 

3. Draw line 2 
from A one-eighth of 
waist plus 4 inches; 
make E. 

4. Draw line 3 
from B 42 inched; make 

F. 

5. Place arrow 13 
at C and draw a curve 

to£. 




6. Make G 
on curve f 
inch to the 
right of C. 

7. Make 
H ^ oi waist 
to the right 
of G. 



Fig. 17. 

8. Place arrow 13 at G and draw a curve to D. 

9. Measure from E, towards F, length of skirt; make /. 

10. Connect E and /. 

11. Place arrow 12 at /, draw curve to B. (See Fig. 17.) 

Note. — ^The space between H and E is intended for fulness in the 
back if desired. For plain back connect H and /. 
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LkDTB DBE88 SKIRT-8BVEN OORXB. 

FRONT. 

(Fig. i8.) 

*».»^ - Ifeasuresx 

1. Length of skirt, 40 
indies (from waist Une to 
floor). 

2. Waist, 24 inches 
(taken as for a dress). 

3. Hip, 40 inches 
(around the largest part of 
hips). 
Directions \ 

1. Draw line i length of 
skirt plus i inch; mark top 
-4, bottom 5. 

2. On line i : 
Make C \ inch below 

A. 
Make D 4 inches 
below C 

3. Draw line 2 from A 
\ of waist; make E, 

4. Square system at D 
and make F to the right J of 
hip. 

5. Draw line 3 ten inches 
from B; make G. 

LIMS d ^ 6. Place arrow 13 at C 

Fig. 18. and draw a curve to E. 

7. Place arrow 12 at £ and draw a curve to F. 

8. Measure from £, towards G, the length of skirt; make H. 

9. Connect F and H. 

10. Place arrow 12 at H and draw a curve to B. (See Fig. 18.) 
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UkDT'S DRESS SKIRT-SEVEN GORES. 

FIRST SIDE GORE. 

(Fig. 19.) 



i^PTic^a 




Fig. 19. 



Directions: 

1. Draw line i length 
of skirt plus J inch; mark 
top -4, bottom 5. 

2. On line i : 
Make C i inch 

below A. 
Make D 4 inches 
below C. 

3. Draw line 2 from 
i4 I of waist plus | inch; 
make E. 

4. Square system at 
D and make F to the 
right i of hip. 

5. Draw line 3 from 
B 14 inches; make G. 

6. Place arrow 13 at 
C and draw a curve 
to£. 

7. Make H op curve 
J inch to the right of C 

8. Place arrow 13 at 
H and curve to D. 

9. Place arrow 12 at 
E and curve to F. 



10. Measure from £, towards G, length of skirt; make /. 

11. Connect F and /. 

12. Place arrow 12 at /, draw curve to B. (See Fig. 19.) 
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UkDT'S DRESS SKIRT— SEVEN GORES. 

SECOND SIDE GORE. 

(Fig. 20.) 
9 ^-wg t i> Directions: 

1. Draw line i 
length of skirt; mark 
top A J bottom B. 

2. On line i : 
Make C 4 inches 

below A. 

3. Draw line 2 
from A I oi waist plus 
f inch; make D. 

4. Square system 
at C and make E to 
the right I of hip. 

5. Draw line 3 six- 
teen inches from B; 
make -F. 

6. On line 2 make 
G f inch from A. 

7. Draw a curve 
from G to D. 

8. Place arrow 13 
at G and draw a curve 
to C. 

9. Place arrow 12 at D and draw a curve to E. 

10. Measure from D the length of skirt towards F; make H. 

11. Connect £ and H. 

12. Place arrow 12 at fl", draw curve to B. (See Fig. 20.) 
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LADT'S DRESS SKIRT— SEVEN GORES. 



BACK. 



(Fig. 21.) 



uara 1 ^ I. Draw line i 

length of skirt plus 
i^ inches; mark top 
i4, bottom JB. 

2. On line i 
make C ij inches 
below A. 

3. Draw line 

2 one -eighth of 
waist plus 3 inches; 
make D. 

4. Draw line 

3 from B 18 inches; 
make E. 

5. Place ar- 
row 13 at C and 
draw a curve to D. 

6. Make i^ on 
curve J of waist to 
the right of C. 

7. Draw a 
line from Z>, 
towards £, the 
length of skirt; 
make G. 

8. P 1 a c e ar- 
row 12 at G, draw a 
curve to B. (See 
Fig. 21.) 

N t e.—T h e 
space between F 
and D is for ful- 
ness in the back if 
lilKB S *" desired. For plain 

back connect F 
Fig. 21. and G. 

The width of skirt at the bottom may be changed by adding or 
deducting i inch or more from line 3. 
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LADT'S ONE-PIEOE NIQET GOWN. 

(Fig. 22.) 



F. Line 2. 18 in. 



lD:i— ^ 



C» 




O^ 



UJ> 



Fig. 22. 

Take twice the length of the pattern and fold it crosswise, then 
fold the doubled material lengthwise, place straight edges of the pattern 
to folds of material, and cut. 
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LADY'S NiaHT 
GOWN. 

FRONT AND BACK« 

(Fig. 23.) 




Fig. 23. 



Note. — ^Follow dotted lines for square neck, front and back yoke and addi- 
tional fulness in front. 
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LADY'S NIGHT GOWN. 

FRONT AND BACK. 

(Figs. 23.) 
Measures: 

1. Neck, 14 inches (taken as for dress plus i inch). 

2. Bust, 40 inches (an easy measure plus 4 inches). 

3. Length, 56 inches (from top of shoulder at neck to floor). 

4. Under arm, 8 inches (taken as for dress). 

5. Arm's eye, 14 inches (taken as for sleeve). 

6. Shoulder, 6^ inches (taken as for dress plus i inch). 
Directions'. 

Front and Back, 

1. Place X comer of system i inch from top and 4 inches from 
left-hand edge of paper; draw line i the length of gown, mark top A. 

2. On line i : 

Make B \ inch below A. 
Make C according to front neck scale. 
Make D according to top front neck scale. 
Make E at arrow B. 

3. Place X comer at Z), edge touching E; draw shoulder line, 
make F. 

4. Measure straight down from F half of arm's eye; make G. 

5. Square X comer on line i, edge touching G, make H according 
to front bust scale, and I dX X comer on line i. 

6. Place arrow 9 at J3", edge touching F, draw arm's-eye curve. 

7. Make J on line i under-arm measure below 7. 

8. Mark bottom of line i K, 

9. Make L to the right of 7 2 J inches more than H is from /. 

10. Draw a slanting line from jf?, touching L, 2 inches less than 
/ is from K; make M. 

11. Draw a curve from M to K. 

12. Place arrow 8 at C, edge touching Z), and draw curve. 
For front neck. 

13. Draw a curve from D io B for back neck. 
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LADY'S NiaHT QOWN. 

SLEEVE. 

(Fig. 24.) 




Note. — Find directions for Bishop Sleeve on page 27. (See Fig. 9.) 
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COLLAR 


FOR DRESS AND 


SHIRT 


WAIST 


(Fig. 25.) 




Measures: 




I. Neck, 13 inches. 




2. Height of collar, 2 inches. 






zust^ 2 


c 




JC 


p-^ 


A 


4 


H 


l./;;^^^ 


^ 


CB 



Fig. 25. 

Directions: 

1. Draw line i height of collar plus ij inches. 

2. Draw line 2 one-half of neck measure. (Square this with line i.) 

3. Draw line 3 height of collar plus i§ inches. (Square this 
with line 2.) 

4. On line i measure up height of collar, make A. 

5. On line 3 measure up height of collar, make 5. 

6. On line 2 make C i inch from the junction of lines 3 and 2. 

7. Draw a curve from A to C. 

8. Connect C and B. 

9. Draw a curve from B to the end of line i. (See Fig. 25.) 
Note. — See dotted line for round front and for neck band for shirt 

waist. 
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BOLZJNa OOLLAS. 

(Fig. 26.)- 

Measures: 

1. Neck, 13 inches (taken as for dress). 

2. Height of collar, 4 inches.. 



HWB % 




Fig. 26. 

Directions: 

1. Draw line i the height of collar. 

2. Draw line 2 one-half of neck measure. (Square this with line i.) 

3. Draw line 3 the height of collar. (Square this with line 2.) 

4. Measure up on line 3 one and a half inches; make A. 

5. Draw a curve from A to the end of line i. 
Note. — Follow dotted line for roll of collar. 

This collar may be used for a wrapper or night gown. 
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LINE a 




SAILOR AND BOUND OOLLAS. 

(Fig. 27.) 
Measures: 

Neck, 13 inches. 
Directions: 

1. I inch from top and left hand edge of 
paper, draw line i, 17 inches; mark top A. 

2. On line i : 
Make B 6 inches below A. 
Make C J inch below B. 

Make -D J of neck below 

a 

Make E 3^ inches below 
D. 

3. Make F 6J inches to the 
right of E. 

4. Place X comer of system 
at D and make G according to 
top neck scale. 



Fig. 27. 

5. Place TF comer at C and make H 
according to back neck scale. 

6. Connect G and F, 

7. Draw line 2 square out from F; 
make /. 

8. Draw line 3 from A 5 inches; make 7. 

9. Place arrow 8 on G, edge touching 
Hy draw curve for neck. 

Move system and continue curve to B. 

10. Divide B and G in half; make K on 
curve. 

11. Measure 3 J inches straight out from 
K; make L. 

12. Draw a curve from J to L, to 7. 
Note. — Follow dotted lines for round 

and various shaped collars. (See Fig. 27.) 



SAILOR OOLLAK. 

(Fig. 28.) 
Follow measurements on lines in draft- 




ing. 



Fig. 28. 
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LADY'S SUN BONNET. 

(Fig. 29.) 



SIN. 



9nr. 




19 IN. 



Fig. 29. 



Note. — No directions required for drafting; follow measurements on lines. 
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LADY'S NIGHT OAF. 

(Fig. 30.) 



4yaiy. 




Fig. 30. 



Note. — No directions required for drafting; follow measurements on lines. 
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LADY'S BEDROOM SLIPPER. 

(Fig. 31.) 
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Fig. 31. 



Note. — No directions required for drafting; follow measurements on lines. 
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